
3. ELECTRICAL PARAMETER (Value @ 20°C):

L1/L2: 100µH (+50%-30%)

L3/L4/L5: 2x6mH (+50%-30%)

Cx: 3x0.47µF (±20%)

Cy: 2x3300pF + 2x1000pF (±20%)

R: 1x0.68M 1W (±5%)W

2. ELECTRICAL SCHEMATICS:
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1. DIMENSIONS:

Tolerance: ±1.0    Unit: mm
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4. ELECTRICAL CHARACTERISTICS:

4.1. Rated voltage 110/250VAC-------------------------------

4.2. Rated current 3A@40°C-------------------------------

4.3. Rated frequency 50/60Hz--------------------------

4.4. Test voltage (1min):

A) N---L 1760VDC----------------------------------------

B) N, L — G 2000VAC--------------------------------

(Voltage rise slowly as stated speed 150V/S from 0 voltage)≤

4.5. Insulation resistance >200M /500VDC------------------- W

4.6. Leakage current <0.6mA@250VAC/50Hz-------------------------

(It is tested on the condition of 20°C)

4.7. Insertion loss (dB): (It is tested on empty load and 50 )W

4.8. Climatic category 25/085/21-------------------------

COMMON MODE IN 50 OHM SYSTEM

FREQUENCY - MHz

.15 1.5 3.0 5.0 15 30

39 64 69 55 31 22

DIFFERENTIAL MODE IN 50 OHM SYSTEM

FREQUENCY - MHz

.15 1.5 3.0 5.0 15 30

87 86 73 57 40 30

*
( )5. CONNECTION:

LINE : IEC C14 socket

LOAD : awg 18 1015 brown 305 mm - 6mm stripped

awg 18 1015 blue 305 mm - 6mm stripped

GND: awg 18 1015 Y/G 305 mm - 6mm stripped

Rev.  A

Rev.  B

Rev.  C
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3. ELECTRICAL PARAMETER (Value @ 20°C):

L1/L2: 100µH (+50%-30%)

L3/L4/L5: 2x6mH (+50%-30%)

Cx: 3x0.47µF (±20%)

Cy: 2x3300pF + 2x1000pF (±20%)

R: 1x0.68M 1W (±5%)W

2. ELECTRICAL SCHEMATICS:
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1. DIMENSIONS:

Tolerance: ±1.0    Unit: mm
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4. ELECTRICAL CHARACTERISTICS:

4.1. Rated voltage 110/250VAC-------------------------------

4.2. Rated current 6A@40°C-------------------------------

4.3. Rated frequency 50/60Hz--------------------------

4.4. Test voltage (1min):

A) N---L 1760VDC----------------------------------------

B) N, L — G 2000VAC--------------------------------

(Voltage rise slowly as stated speed 150V/S from 0 voltage)≤

4.5. Insulation resistance >200M /500VDC------------------- W

4.6. Leakage current <0.6mA@250VAC/50Hz-------------------------

(It is tested on the condition of 20°C)

4.7. Insertion loss (dB): (It is tested on empty load and 50 )W

4.8. Climatic category 25/085/21-------------------------

COMMON MODE IN 50 OHM SYSTEM

FREQUENCY - MHz

.15 1.5 3.0 5.0 15 30

80 74 71 67 47 27

DIFFERENTIAL MODE IN 50 OHM SYSTEM

FREQUENCY - MHz

.15 1.5 3.0 5.0 15 30

83 77 61 51 39 29

*
( )5. CONNECTION:

LINE : IEC C14 socket

LOAD : awg 18 1015 brown 305 mm - 6mm stripped

awg 18 1015 blue 305 mm - 6mm stripped

GND: awg 18 1015 Y/G 305 mm - 6mm stripped
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